Service Bulletin PP100/PS200/300 – 123
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DATA I/O Corporation

10525 Willows Road NE

Redmond, WA 98052

Phone: 1.425.881.6444

Phone: 1.800.247.5700 (press 2)

FAX: 425.867.6972

FSE@dataio.com

Subject: Input/Output Media Selection on AH400 3.9.11

Model Affected:PP100, PS200 and PS300

1.0 PURPOSE: To inform customer about the new Input/Output media selection features on AH400 V3.9.11

2.0
TOOLS REQUIRED:NONE

3.0
SOFTWARE REQUIRED: AH400 Service Release 3.9.11

4.0 The Input/Output media selection was changed to avoid operators selecting the incorrect media selections.

5.0 Below is the new media selection screen.
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The media must be selected in this order.

1. Select the Input and Output media with cycle button.  The selections are Tube, Tape, and Tray.  

NOTE: You can only select media that are installed per the WINAH400.ini file.

2. Select the individual Input and Output media selections with the cycle buttons.

3. Select the reject media last.  Reject media will be highlighted in RED.

NOTE: Whenever the Input or Output media is changed the reject media is erased.

NOTE: Whenever reject media 1 is changed Reject media 2 is erased.

NOTE: Only applicable media are show depending upon the mode selected. 
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Input/Output Cycle Buttons





Individual Input & Output cycle buttons





Reject media cycle button
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